Intelligent, just for easier.

Flow Rates Peristaltic Pump

LabV6-1V, LabF6-1V, LabN6-1V, LabM6-1V  Features

. With ABS engineering plastic housing, streamlined body design.
| Servo motor control, more strong and precise .

| Large flow rate range with UC25 pump head.

Model Number

4 | LabV6-1V, LabF6-1V, LabN6-1V, LabM6-1V

Typical Application

| Mainly for laboratory.

Product Composition and Flow Rate Range

LabV6-1V 0.1-600 0.3423~6663
LabF6-1V UC25 1-600 15" 24" 35" 36" 3.423~6663
LabNG6-1V 0.1-600 0.3423~6663
LabM6-1V 0.5-600 1.7115~6663
Technical Specifications
Outlet pressure 0.14~0.27Mpa AC 220V + 10% 50Hz/60Hz(standard)
Power supply
Motor type Servo motor AC 110V +10% 50Hz/60Hz(optional)
LabV6-IV/LabF6-1V/LabN6-1V: RS232, Drive dimension 261.4 x 157.3 x 236.9mm
RS485 support MODBUS protocol Drive weight 4.40kg
Communication (RTU mode);LabM-IV: RS232(standard), = Power consumption  gow
interface Shenchen communication protocol; Condition temperature  g_40C
RS485(optional), Modbus protocol Relative humidity <80%
(RTU mode) IP rate IP31

m Display Operating mode External control signal gg,fg{j ?Itrflttgr?ace

_ o _ External speed control signal: 0-5V, 0-10V, onen—collector
LabVve-lvy Intelligentflow 4.3"-industrial-true TOUEh sereen | ;a5 op option; Start/Stop: Passive switch P

+ output
rate type color LCD Screen Mechanicalkeypad ~Signal, such as foot pedal; Active switch signal. i
5V(standard), 12V, 24V(optional)
|nt6||igen'[ 4. 3"—industrial-true Touch screen StarUStGp Passive switch Signal, such as
LabF6-1V i i + foot pedal; Active switch signal: No
dlsasgzmg GRISRE G GErREN Mechanical keypad 5V(standard), 12V, 24V(optional)
External speed control signal: 0-5V, 0-10V,
LabN6-1V Standard flow 32"LCD Screeﬂ Mechanical keypad 4-20mA for Option; Start/StDp:.PaSSi?fe SW!tCh No
rate type signal, such as foot pedal; Active switch signal:
5V(standard), 12V, 24V (optional)
External speed control signal: 0-5V(standard),
o _ 0-10V,4-20mA(optional); Start/Stop: Passive
LabM6-1V  Standard type 3 digital LED Mechanical keypad switchsignal, such as foot pedal; Active switch No

signal:5V, 12V(optional), 24V (standard)
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